6" SHORT BODY
90™ 1/4 BEND.

WATER MAIN

NOTES:

1.

ALL JOINTS BETWEEN THE VALVE TO THE MAIN SHALL BE
FLANGED TYPE. JOINTS BETWEEN THE VALVE AND HYDRANT
SHALL BE FLANGED OR MECHANICAL TYPE.

. 90" BEND NOT REQUIRED IF SUFFICIENT ROOM FOR

PERPENDICULAR INSTALLATION.

5. FOR CONCRETE THRUST BLOCKS SEE STD. DETAIL 380.

A FLANGE JOINT BY MECHANICAL JOINT VALVE MAY BE USED
AS THE TRANSITION BETWEEN THE JOINT TYPES.

SEE STANDARD DETAIL 362 FOR LOCATION OF HYDRANT.
RED 4" MAINLINE

WHITE 67 WATERLINE
GREEN 8” OR GREATER WATERLINE

FLANGED SIDE OUTLET TEE
FLG. X M.J. VALVE

BREAK FLANGE

DASINNIEIESA o

SEE STD. DETAIL 391
FOR VALVE BOX INSTALLATION

6" VALVE

WATER MAIN

4—1/2” PUMPER CONNECTION
TO FACE CURB CRUSHED ROCK TRENCH, MIN. OF 8 CU. FT,,

\\\ngATER MAIN

S MAX,

MIN
MAX.,

~—4"MAX.
18
48"

WATER VALVE BLOCKING
SEE STD. DETAIL 301.

ALONG PIPE AND ABOVE DRAIN HOLE.
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